<table>
<thead>
<tr>
<th>#</th>
<th>DESCRIPTION</th>
<th>ITEM #</th>
<th>KG</th>
</tr>
</thead>
<tbody>
<tr>
<td>1</td>
<td>600 GAL PUMP CHAMBER BASE</td>
<td>14505</td>
<td>2154</td>
</tr>
<tr>
<td>2</td>
<td>600 GAL LID</td>
<td>14505</td>
<td>612</td>
</tr>
<tr>
<td>3</td>
<td>POLYLOK RISER COVER Ø24&quot;</td>
<td>20545</td>
<td></td>
</tr>
<tr>
<td>4</td>
<td>CONSEAL CS-102</td>
<td>20405</td>
<td></td>
</tr>
<tr>
<td>5</td>
<td>RIGID PVC PIPING 4&quot; SCH40</td>
<td></td>
<td></td>
</tr>
</tbody>
</table>

**Mass:** 2766 kg.

**Notes:**
- Product manufactured in accordance with CSA B66
- Minimum concrete strength at 28 days: 32 MPa
- Max water cement ratio of 0.45 & air content of 5-8%
- Grade 400 rebar reinforcement
- WWF in accordance to ASTM A1064
- Hard steel finish
- 14.12 1gal/in (25.26 l/cm)

**600 IGal [2730 l] Pump Chamber**

**Dimensions:**
- 2438 [96 in] x 254 [10 in] All Around
- 2947 [116 in]
- 1772 [68 in]
- 1219 [48 in]

**Anti-Float Base (optional)**

**Contact:**
604-534-2911

**Website:** www.fraserwayprecast.com