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- MANUFACTURED IN ACCORDANCE WITH CSA B66
- MINIMUM CONCRETE STRENGTH AT 28 DAYS: 32 MPA

- MAX WATER CEMENT RATIO OF 0.45 & AIR CONTENT OF 5-8%

- GRADE 400 REBAR REINFORCEMENT
- WWM IN ACCORDANCE TO ASTM A1064
- HARD STEEL FINISH
- 23.53 IGal/in
(42.12 £/cm)

WWW.FRASERWAYPREKAST.COM (604) 534-2911

\
\ \
~<—»1- 254 [10 in]
- — ALL AROUND
\
€
NN
N =
o ~
Q3
\ \
\ \
\ \
| I - o - . ]
.
— 25 [1in] VENT 140 [57 in]
T X
_
13 R I R i
T 5 f m VOLUMEJ } : _T o
_— — c
T VOLUME oend] £ e o
X = 463 IGal —_ X )
g = [2105 ¢] > =R
—_ — - )

- £ n ~ o 8
S&_E g8 R EF
€ & '> S 2
A — N

(o))
i (o] ha)
o l=— 940 [37 in] —==| j=——— 1803 [71in] o= —
| a |
_ — — —

# DESCRIPTION ITEM #| KG

11200 GAL TREATMENT TANK BASE | 14715 | 4594

2| 1200 GAL TANK LID 14715 | 1497

3 | POLYLOK RISER COVER @24" 20545

4 | CONSEAL CS-102 20405

5 | RIGID PVC PIPING 4" SCH40

4" CLOSED

RUBBER N P
BOOT (2x) N~

MASS: 6091 kg.

BASE (OPTIONAL)

DS

1200 IGal [5453 I] TREATMENT TANK

2 CHAMBER

FRASERWAY PREKAST LTD
A BMGROUP COMPANY
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